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Standard Applications
Our valve Model LT-3110  
3”, 150 lb 316 SS is a standard
application Level Transmitter Valve.

Unique Applications
For unique applications our
Indu-tech Isolation Valves are
available in,

Diameter Flange Sizes:
2”, 3”, 4”

Metric Sizes: upon request

Pressure Ratings:
- 150 lb Class
- 300 lb Class
- 600 lb Class

Specialty Materials: Our valves
are also available in a wide variety
of materials to suit specific
applications including,
- 316 SS
- 6% Moly
- Titanium
- Hastalloy
- 2205 SS

Model LT-3110
Level Transmitter Isolation Valve
Standard Specifications:
Size:  3” Nominal
Process connection:  150# ANSI

Face to Face:  2” Width

Process Mounting:  1 set of through holes
Instrument Mounting:  1 set of tapped holes

Process Purge Connection:  1/2” NPT - for Swirl PurgeTM

Instrument Purge Connection:  1/4” NPT - for Instrument Calibration

Actuation:  1/4 Turn on / off
Lockout:  Lockable Handle
Handle Clearance:  6” from centre of valve

Level Transmitter Isolation Valve
Model Number Specification System

3F  MLT 1 10

10 = 316 SS
20 = 6% Moly
30 = Titanium
40 = Hastalloy
50 = 2205 SS

1 = 150 lb Class
3 = 300 lb Class
6 = 600 lb Class

2" Diameter Flange
3" Diameter Flange
4" Diameter Flange
Fire Rated (Option)
Metric (Option)

LT = Level Transmitter

Indu-tech
Level Transmitter Isolation Valves

The Benchmark of Excellence


